
Silicon / Germanium Fuzz

DIMENSIONS:          Width 3"     Depth 4.8"     Height  2.85" 
WEIGHT:                          1.2 lbs.
VOLTAGE:                       9 Volts DC (via 9V battery or external power) 
CURRENT DRAW:           9 mA
POWER CONNECTION:   2.1 mm, Center NEG (FX standard) Isolated ground.
SIGNAL SWITCHING:     True bypass with LED

WARRANTY: Foxrox warranties this pedal for 5 years against failure. 
Parts and labor are covered. Warranty does not cover damage due to 
improper voltage, extreme abuse, and unauthorized modifications. For 
repair help, email service@foxroxelectronics.com.
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CC HYBRID2 is based on the classic Fuzz Face circuit, originally available in 
two versions using germanium or silicon transistors. CC Hybrid2 uses one of 
each, combining the warm, dark organic tone of germanium with the clarity and 
sustain of silicon. The Si/Ge transistor pair is selected by ear and biased to 
deliver a tone with all the best qualities of Germanium and Silicon. CC Hybrid2 
is a very stable fuzz that rejects radio transmissions, and the tone does not 
change with temperature (two common Fuzz Face problems).  

HYBRID HISTORY 

The original CC Hybrid is named after the Foxrox Captain Coconut (CC) pedal. 
CC combined a Fuzz Face, Uni-Vibe, and Octavia into one pedal, and it was the 
first to utilize a Fuzz Face circuit with one silicon and one germanium transistor. 
Its successor, Captain Coconut2, was later produced with a plug-in hybrid 
FuzzCard, in addition to optional all-silicon and all-germanium FuzzCards. The 
Si/Ge hybrid circuit lived on through the CC Hybrid pedal, produced from 
2012-2016.  In 2017, it was discontinued and replaced with CC Hybrid2.

FEATURES
FUZZ: Typical setting: All the way up, or backed off a little. A 1K reverse-log taper 
pot is used for spreading the range out evenly. 
GRIT: Typical setting: 12:00. Grit allows you to fine-tune the bias of the transistors. 
Recreate the sound of mismatched transistors or a dying battery. Tones range from 
smooth to gated when fully clockwise.  
VOLUME: Typical setting: Adjust to match guitar volume or set to maximum for 
overdriving amp. Increasing the volume also increases the brightness of the Fuzz. 
POWER: This is a convenience feature for those who use a pedal board and prefer to 
use a battery. There is no need to unplug the input jack when not in use. The Power 
On/Off switch shuts off external power as well. Power is automatically disconnected 
when there is nothing plugged into the input jack. 
INPUT PAD: This switch adds some resistance at the input of the fuzz. It's similar to 
turning your guitar volume knob down a small amount. This decreases the loading at 
the input, resulting in a clearer sound from the guitar. Input pad can also be useful for 
interfacing the fuzz circuit with various other pedals.
EXTERNAL POWER: CC Hybrid2 requires isolated power, meaning the ground and 
voltage connections cannot be shared with any other pedals (daisy chain). Most pedal 
board power supplies and wall-wart power adaptors have isolated grounds, but check 
owner's manuals to be sure. FOR MORE CC HYBRID2 INFORMATION VISIT WWW.FOXROXelectronics.COM 
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